
 
 
 
 
 

 
 
 
 
 
 

6.0 Storage 
 

 Store the unit undercover if possible. 
 The post hammer is designed to rest horizontally on the post cap & fixed stand 
 Thoroughly clean and grease the unit before storage to ensure it is in full     

operating condition when next required. 
 Protect and exposed areas against rust.  If you need to spray areas with oil, 

use light biologically degradable oils such as rape oil.  
 Store the unit in an area away from human activity. 
 Do not park equipment where it will be exposed to livestock.  Damage and  

livestock injury could result. 
 Do not allow children to play on or around the stored unit. 
 Make sure all parked machines are on a hard, level surface and engage all 

safety devices, parking stands or stay bars if provided. 
 If blocking is used, make sure it is solid and secure before leaving area. 
 
 

 
7.0 Tightening torques and spanner sizes  
              

Size 
Grade 8.8 Grade 10.9 Grade 12.9 Span-

ner Siz-
es  

lubricated 
(1) dry (2) 

lubricated 
(1) dry (2) 

lubricated 
(1) dry (2) 

Nm lb-ft Nm lb-ft Nm lb-ft Nm lb-ft Nm lb-ft Nm lb-ft mm 
M6 9 6.5 11 8.5 13 9.5 17 12 15 11.5 19 14.5 10 
M8 22 16 28 20 32 24 40 30 37 28 47 35 13 

                            
M10 43 32 55 40 63 47 80 60 75 55 95 70 17 
M12 75 55 95 70 110 80 140 105 130 95 165 120 19 

                            
M14 120 88 150 110 175 130 225 165 205 150 260 190 22 
M16 190 140 240 175 275 200 350 255 320 240 400 300 24 

                            
M18 260 195 330 250 375 275 475 350 440 325 560 410 27 
M20 375 275 475 350 530 400 675 500 625 460 800 580 30 

                            
M24 650 475 825 600 925 675 1150 850 1075 850 1350 1000 36 
M30 1300 950 1650 1200 1850 1350 2300 1700 2150 1600 2700 2000 46 

(1) “lubricated” means that the screws are treated with a lubricant such as engine oil, or that phosphated or oiled screws 
are used. 

(2) “dry” means that normal or galvanized screws without any lubrication are used. 
 
The tightening torques listed above are for reference values.  They apply provided that operating instructions do not specify 
other tightening torques for certain screws or nuts. 

 

 

Storage
down  locked. and 

 folded legs with position 

 �
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8.0 Maintenance Instructions

The post hammer must be inspected regularly to ensure it is functioning correctly.  
All problems identified must be rectified prior to its use.  All safety features must be 
maintained to ensure they are functioning as intended.  Where parts or components 
require replacing, replacements must be identical or equivalent to the original parts 
or components.  All work must be carried out be a competent person.

Before Use
 Check condition of rope, replace if worn / damaged.
 Check rope clamps are tight.
 Check all bolts and nuts are tight.
 Check all hydraulic hoses for damage, replace if required.
 Check all hydraulic connections are tight.
 Grease the slider.

Grease the slider every 10 hours of operation or when it becomes dry.  Before    
storing the post hammer after use check the above list again so the machine is left 
in a fully function state.

Rope Replacement

If the rope needs replacing the post hammer first needs to be in a horizontal      po-
sition resting on firm level ground on its stands.  Remove the top cover  on the main 
beam.  Pull the hydraulic cylinder in the main beam to extend to the top.  Remove 
the rope clamp connected to the top of the main beam.  Remove the bolt in the 
hammer to release the damaged rope and remove the rope clamps.  Thread the 
rope through the top pulley and fasten on end of the rope to the top of the main 
beam using the rope clamp.  Place the rope round the fixed pulley and down to the 
hammer.  Replace the bolt in the hammer and loop the rope around it.  Loosely fit 
the two rope clamps.  Ensure the hydraulic cylinder is fully extended and  lever the 
hammer up the slider 200mm,  this will take up the initial stretch of the new rope.  
Pull the rope tight and fasten the rope clamps.  Wrap the cut ends of the rope with 
tape to stop fraying and replace the top cover on the main beam
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9.0 Spare Parts List
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If the post hammer has been purchased with the rock spike attachment, then the 
attachment will have been delivered already attached, with the rock spike placed in 
its storage position on the side of the mast. 

To remove the rock spike, crowd the post hammer, once fitted onto the loader, so it 
is horizontal and close to the ground.  Unscrew the M12 setscrew on the lower  
storage bracket to release the rock spike and remove the linch pin on the top     
storage bracket.  Carefully slide the rock spike out so that it is resting on the 
ground.   

 

Crowd the post hammer to the horizontal position and attach the post cap chains to 
the hammer hooks.  Raise the hammer and attach the rock spike to the post cap 
with the two large lock pins.  Once attached the post hammer can be placed where 
the hole is to be made.  Once positioned, release the post cap from the hammer by 
removing the chains from the hooks and driving can commence.   

 

After the operation is completed the rock spike is slide back into its storage brackets 
and fixed with the M12 setscrew and linch pin. 

When handling the rock spike a manual handling assessment should be 
performed and assistance provided if required to avoid any injuries that 
could arise from lifting the rock spike.  These can include strains and 
crush injuries.  

 

10.0  Attachment Spike Rock  
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10.0 Dismantling & disposal 
 
When the machine has come to the end of its useful life it should be dismantled and 
disposed of in a safe and environmentally friendly manner. 
It is very important not to leave the machine in a state that could be dangerous for 
people or the environment. 
Waste oil must be collected and disposed of in accordance with local regulations.  
Never pour used oil into drains or onto the floor. 
Worn tyres and rubber parts must be disposed of by a licensed waste disposal com-
pany. 

 
Protect the environment and ensure contaminated parts or waste oil are 
always disposed of or cleaned in safe and environmentally friendly     
manner. 
 
12.0 Warranty Guidelines 

 
The period of liability for warranty relating to our products is 12 months.  The war-
ranty period shall become effective upon installation of the machine with the end us-
er.  All wearing parts are excluded from the warranty. 
 
Warranty will only be given if the machine has been used for the purpose indicated 
in this manual and the original specification of the machine has not been subject to 
unauthorised modification.  
 
All warranty claims must be submitted the Browns via the dealership you purchase 
the machine from. 
 
All warranty work must be carried out by authorised Browns dealers using original 
parts. 
 
 

12.1  Modifications 
 
Your Browns machine should not be modified or altered unless officially authorised 
by Browns.  Any modifications will make the machine out of warranty and will make 
the declaration of conformity for the machine void. 
 
However, if it is necessary to carry out modifications, then all modifications must be 
done by a competent person, based on a risk assessment.  It is important to empha-
sise that the competent person who undertakes the modification assumes the role of 
the designer and manufacturer.  All safety features must be retained in the modified 
machine. 
 
 
Safety instructions must be reviewed after all modifications are carried out and re-

vised where necessary. 
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