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Please read the booklet carefully and understand the safety warnings
before operating the machine. It has been written to help you benefit
from the full versatility and potential of your Brown’s machine. The
machine has been designed to give many years of satisfactory service

and will do so if properly fitted, used and maintained.

1. Ensure that the Warning labels are clear on the machine.
2. Always keep clear of moving parts.

3. Always ensure tractor is large enough to suit the machine
operated.

4. Never walk under raised machine.

5. Never ride on the machine.

6. Always use the post holder provided.

7. Never hold a post uhder the machine by hand.

8. Never operate if the tractor is on sloping ground.
9. Always lower the the ground when not in use.

10. Never travel with the hammer locked to the side.

11. Take great care when turning especially on public roads.

The Brown'’s Swing Round posthammer has been designed to drive posts
into the ground using a large hammer weight being driven by a single

acting hydraulic ram via a rope and pulley mechanism.



OPERATION

Ensure the tractor is of sufficient size to transport and operate the post ham-
mer safely. Reverse the tractor up to the post hammer Cat 2 three point link-
age and connect the lower linkage then the top linkage. Tighten the lower
linkage check chains to prevent any side movement. Connect the pressure
and free flow return hydraulic hoses.

Position the post hammer by the fence line where the post is required to be
driven, apply the handbrake and put the tractor in neutral. Put the tractor
auxiliary hydraulic supply into constant pump so oil is supplied to the post
hammer valve. Connect the post cap to the hammer with the short chain
links and raise the hammer ( and post cap ) to a height that will just clear the
post. Place the post under the hammer and very slowly lower the hammer
onto the top of the post. Disconnect the post cap from the hammer and wrap
the post holding chain round the post and into its fixing slots on the post cap.
Adjust the mast if necessary to ensure it is driven straight. Stand well clear
of the hammer and post and operate the lever up and down to drive the post
to the required depth.




OPERATION OF SWING ROUND

To operate the swing round first ensure the machine 1s parked on level
ground. Raise the machine on the tractor three point linkage 200mm
above the ground and turn the engine off, apply the handbrake. Lift the
main swing pin and turn until the handle rests on the stop, move the swing
arm a fraction then release the pin off the stop. Go to the hammer end of
the swing arm and push the arm round to the next position it drops into.

TWO GREASE POINTS ON SWING
FRAME. THREE ON THE MAST
PENDULUM PIVOT PIN AND RAM.

MAINTENANCE

Lubricate the main mast every four hours with a greased brush. Grease all
pivot points every eight hours. Check the rope for wear or damage and re-
place if necessary. Check all nuts and hydraulic fitting are tight regularly .
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